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PRODUCT 
NAME

PART 
NUMBER COLOR

A B C D E F G
BUNDLE DIAMETER BREAKING 

STRENGTHMIN. MAX.

in                
(mm)

in                
(mm)

in                
(mm)

in                
(mm)

in                
(mm)

in                
(mm)

in                
(mm)

in                
(mm)

in                
(mm)

lbs                
(N)

High-Purity 
Ties NPC204N Natural 4.0      

(102)
0.179    
(4.5)

0.285   
(7.25)

0.22     
(5.6)

0.25    
(6.4)

0.182    
(4.6)

0.059   
(1.5)

0.13    
(3.3)

1.0        
(25)

48                          
( 214 )

High-Purity 
Ties NPC204N Natural 8.0     

(203)
0.179    
(4.5)

0.285    
(7.25)

0.22    
(5.6)

0.25     
(6.4)

0.182     
(4.6)

0.059     
(1.5)

0.13     
(3.3)

2.0        
(51)

48                          
( 214 )

Industrial Ties NPCi204N Natural 4.0      
(102)

0.179    
(4.5)

0.285     
(7.25)

0.22     
(5.6)

0.25     
(6.4)

0.182      
(4.6)

0.059     
(1.5)

0.13     
(3.3)

1.0        
(25)

48                          
( 214 )

Industrial Ties NPCi208N Natural 8.0     
(203)

0.179      
(4.5)

0.285      
(7.25)

0.22       
(5.6)

0.25       
(6.4)

0.182      
(4.6)

0.059      
(1.5)

0.13       
(3.3)

2.0        
(51)

48                          
( 214 )

Sterix Ties NPCS204W White 4.0     
(102)

0.179     
(4.5)

0.285      
(7.25)

0.22     
(5.6)

0.25     
(6.4)

0.182      
(4.6)

0.059     
(1.5)

0.13      
(3.3)

1.0        
(25)

40                          
( 178 )

Sterix Ties NPCS204W White 8.0       
(203)

0.179       
(4.5)

0.285        
(7.25)

0.22         
(5.6)

0.25        
(6.4)

0.182     
(4.6)

0.059         
(1.5)

0.13          
(3.3)

2.0        
(51)

40                          
( 178 )
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- USP CLASS VI CERTIFIED MATERIAL
- MANUFACTURED ACCORDING TO ISO 13485 PROCEDURES
- MANUFACTURED AND PACKAGED IN A CLEAN ROOM ENVIRONMENT
- Kynar® IS A REGISTERED TRADEMARK OF ARKEMA, INC.
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